SOUND- 
PROJECTORS 


makes filming easy 


The sensational, new sound 
movie projector for all 
8 mm gauges. 

The new Eumig Mark S 807 D is 
the latest addition to the well known 
Eumig Mark S-series. Its modern 
design and specification makes it an 
attractive sound movie projector which 
is entirely free of problems for the 
showing of all 8 mm gauge films. 

All films are threaded fully auto- 
matically onto the take-up reel. A 
tungsten-halogen lamp of 12 volt/ 

75 watt rating with diathermic reflector 
produces an exceptionally brilliant 
light output while the highly efficient 
zoom lens of f 1.6/17—30 mm gives a 
brilliant projected image sharp right to 
the edges of the screen, even when 
projection takes place in large rooms 
and with long projection distances. 

The running speed of the Eumig 

Mark S 807 D is continuously 
adjustable from 18 to 24 f. p. s.; the 
projector also features automatic 
recording level control; a mixing 
control for fading music, speech and 
sound effects in and out; a combined 
recording and reproducing amplifier 
with integrated circuits and a re- 
producing frequency range of 75 to 
10,000 Hz. 

The projector takes reels up to 
600 ft (180 m.) equivalent toa 
running time up to 40 minutes. 

The new Mark S 807 D is simple 
to use — with a single central switch 
for all functional operations. 


Ingenious automation makes 


sound recording really simple 

If you want to record music on the 
sound track of your film, you simply 
connect a record player, cassette 
recorder, or radio to the projector. 
With the built-in speaker of the 
projector you can simultaneously 
monitor the music recording and 
check whether it really comes over as 
you want it. 

If however you wish to adda 
commentary on top of the music 
during a second run-through of the 
film, just plug in the microphone. 
With the mixing control you can now 
adjust the volume of the background 
to your taste. 

The mixing control is also a simple 
means to creative sound; you can mix 
your commentary or sound effects into 
the music recording or dissolve from 
one piece of music into another. 

To ensure truly distortion-free sound 
quality, the projector incorporates an 
automatic recording level control 
circuit. 


ee 
(Gi Sun 1 | 


As you see it is indeed simple 
through sound to bring films to 
vibrant life and to mould them in a 
personal manner. 


Its special features 

Automatic film threading onto 
the take-up-reel — convenient and 
reliable. 

New lighting system with tungsten- 
halogen lamp of 12 V/75 W with 
diathermic reflector — increased light 
output with minimum heat. 

Fine focusing with a special focusing 
knob — fine adjustment of the image 
sharpness becomes more precise and 
simpler than ever. 

EUMIG makes it possible — never 
yet was sound application to film so 
simple; new operation which is free of 
problems and reliable, together with 
sound recording and sound mixing 
indications given by red and yellow 
control lamps. 


Its attractive appearance, its 
exceptionally quiet running and its 
solid construction are to EUMIG 
perfection — here combined in a new 
high quality model. 


Technical Data 

Film gauges: Super 8, Single 8, 
Standard 8 

Film reels: Standard film reels of 
up to 600 feet (180 m.) capacity. 

Running speed: 18 to 24 f. p.s. 
continuously adjustable. 

Lighting system: Tungsten-halogen 
lamp 12 V/75 W with diathermic 
reflector; includes prewarming system 
for lamp protection. 

Lens: Zoom projection lens Vario- 
Eupronet f 1.6/17—30 mm, 5 lens 
components. 

Operational Control: Fully auto- 
matic through main switch. 

Sound reproduction: Combined 
recording and playback amplifier with 
integrated circuits, 2.5 watt output 
stage, built-in 4 inch (100 mm) loud- 
speaker, provision for connecting 
external speaker, linear output, 
volume control. 

Sound recording: Automatic 
recording level control, mixing control, 
microphone and audio inputs 
monitoring via loudspeaker, recording 
indication through red lamp, mixing 
indication through yellow lamp. 

Erasing lock: Recording key inter- 
locked with main switch. 

Dimensions: 13 inches (333 mm) 
high X 634 inches (174,5 mm) wide 
by 934 inches (241 mm) deep. 

Weight: Approx. 1844 lbs (8.3 kg). 

Accessories: 1 microphone, 1 mains 
lead, 1 fuse, 1 spare 400 foot (120 m) 
reel, 1 film reel with 16% feet (5 m) 
edge recorded film. 

(Technical alterations reserved). 
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eumig 


makes filming easy 


EUMIG — with over 50 years 
experience of film projection 


production 

More than 50 years of pioneering 
achievements in 8 mm movies. 

EUMIG built the world’s first 
movie projector with low voltage 
lighting system. The first with 
tungsten-halogen lamp lighting system. 
The world’s first magnetic sound 
projector with automatic recording 
level, mixing and room noise 
suppression control. The world’s 
fastest zoom projection lens, the 
18—28 mm “EUMIG SUPROVAR” 
f 1.0. All that made EUMIG the 
world’s largest projector manufacturer. 
Also, in camera construction there 
have been record breaking innovations 
by EUMIG. 

In 1935 EUMIG produced the 
world’s first movie camera with built- 
in exposure automation. In 1937 it 
produced the world’s first amateur 
movie camera with electric motor 
drive. In 1965 it presented the world’s 
first zoom camera with automatic 
distance control (Servofocus® system). 
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